© 1SO 2004 — All rights reserved

Space systems — Off-the-shelf item utilization

Systémes spatiaux — TBD

ISOTC 20/SC 14

Date: 2004-02-16

ISO/CD 21350

ISO TC 20/SC 14/WG 5

Secretariat: ANSI

Warning

This document is not an ISO International Standard. It is distributed for review and comment. It is subject to

change without notice and may not be referred to as an International Standard.

Recipients of this draft are invited to submit, with their comments, notification of any relevant patent rights of

which they are aware and to provide supporting documentation.

Document type: International Standard
Document subtype:

Document stage: (30) Committee
Document language: E

\\10.0.0.42\NetservenPUBLICATIONS --NEW\Standards\ISO\ISO
Files\ISO_CDC_21350 _(E).doc STD Version 2.1

21350\CD_C




ISO/CD 21350

Copyright notice

This ISO document is a working draft or committee draft and is copyright-protected by 1SO. While the
reproduction of working drafts or committee drafts in any form for use by participants in the ISO standards
development process is permitted without prior permission from ISO, neither this document nor any extract
from it may be reproduced, stored or transmitted in any form for any other purpose without prior written
permission from 1SO.

Requests for permission to reproduce this document for the purpose of selling it should be addressed as
shown below or to ISO's member body in the country of the requester:

Copyright Manager

American National Standards Institute
11 West 42nd Street

New York, NY 10036

Phone: (212) 642-4900

Fax: (212) 398-0023

Reproduction for sales purposes may be subject to royalty payments or a licensing agreement.

Violators may be prosecuted.

© ISO 2004 — All rights reserved




ISO/CD 21350

Contents Page
o =AY o T o E PP UPTPPT %
Fa R (e Te [V To] A To] o HR U P TR PPT PP Vi
1 Yoo o =P PP 1
1.1 (CT=T 1= - | PP UPPPPPTIN 1
1.2 JLIE= UL o1 4 o Yo T TP PPPTN 1
2 RSP ON ST T ES L.ttt e et 1
3 N To T g g o YT = £ =T ol =P 1
4 Terms and defiNitiONS. . .. e e e 1
5 0] 1T PP 2
5.1 Evaluation of the OT S i1emM AESigN. ... e e e 2
Lo I R 1= o =T - | PSPPSR 2
LT O O N ST =T o T =Y LU L= 0 =T o N 2
5.1.3  OTS M @VAIUALION. . .ceei ettt et e et et e e et a e e et e e ea e eanas 2
5.2 Rules in a critical application Of OT S .. . i e e 3
LN R O oY= = 1T Y o = I o Lo 1 U ¥ o K= U =N 3
LT =2 o | o I = | L= Lo 1 o N 3
5.2.3  OTS item MOAifiCAtiONS 1.uiieii e e e e e e e e 3
5.2.4  Qualification rEOUITEMENTS ...ttt ettt ettt et et et et e e e e e 3
6 Precautions and WarNing NMOTES ... . ... ettt et et e e et e e e eee e enes 3
6.1 Notes about product heritage of OTS ITEBM ....couiiiii e 3
0 R O B ISR o o Yo Vol B g T=T A1 = Vo = O PTRPTN 3
6.1.2 Application of OTS deign/manufacturing PractiCeS......ccciiiiiiiiiiii e 4
T T O B ISR 1Y o T I = o 1 =P 4
6.2 NOtes about aCqUISITION OF O S . i e e e e eans 4
I R 1= T o 1= T - | PP PTRUPTRPTRRN 4
A Y o 1= Y] 1 ot 14 T Y o S 4
G T o - To = =T o RV AT o a1 =1 o 4
6.2.4  Configuration CONTIOL.. . it e e e e e e e e e e e et e s et e et e e e enneans 4
6.2.5  ACCEPIANCE TESTIMY couuiitiiiti ettt ettt ettt ettt et 4
A ST IV = 1 =Y 0 =1 o= PP 4
6.3 Management of MOAIfIEd OTS. ... ... e et eees 5
B.3. 1 PUICRASING iiiiiiiii e e et e 5
R T @ T F- Y1) £ o= [0 o PR 5
6.4 Programmatic deCiSioN t0 USE OIS ... e e e e e e eans 5
6.4.1 Functional/technical Capability ..o e 5
6.4.2  Interface definitioN .. ... et 5
6.4.3  Modification VEIrSUS NEITAGE ...ivvii et e e e e e e e ans 5
7 DecCiSion 10giC fOr OTS ItBIM USAGE ... ieuu ittt ettt ettt ettt et e e e e et e e e e eaaaeenes 5
8 o ToT=To IF | PP UPPT PP 5
8.1 Categorizing of available OT S 1M S ... e e e anes 5
8.2 Considering a good candidate for SEIECTION .....c.uuiiii i 5
8.3 Compromise of discrepancies between OTS and project requirements..........cccevvevveiineeeneeennn. 6
8.4 Satisfying OTS ite€M FEQUITEMENTS ...ttt e e e e e e e eena s 6
8.4.1  QUAlTICALION PLAN. ... e e 6
I N OF-\ (Yo [0 ] 4 2= 14 [0 ] o PPN 6
8.4.3 ComMbINING the PATAmMELEIS ..ouiiii i e e e e e e e e e e e e et e et e e e eanees 6
Annex A (informative) A decision 10giC fOr OTS iteM USAQE ...uiivniiiiiiiiii e 7

© ISO 2004 — All rights reserved iii



ISO/CD 21350

Annex B (informative) A requirement list for OTS it€M USAQE ....ovvuiviiiiiiiiii e 10

Annex C (informative) OTS item application Cat@gOTIES. ... it it eens 12

iv © ISO 2004 — All rights reserved



ISO/CD 21350

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards bodies
(ISO member bodies). The work of preparing International Standards is normally carried out through 1SO
technical committees. Each member body interested in a subject for which a technical committee has been
established has the right to be represented on that committee. International organizations, governmental and
non-governmental, in liaison with ISO, also take part in the work. ISO collaborates closely with the
International Electrotechnical Commission (IEC) on all matters of electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.
The main task of technical committees is to prepare International Standards. Draft International Standards
adopted by the technical committees are circulated to the member bodies for voting. Publication as an

International Standard requires approval by at least 75 % of the member bodies casting a vote.

ISO 21350 was prepared by Technical Committee ISO/TC 20, Aircraft and space vehicles, Subcommittee
SC 14, Space systems and operations.
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Introduction

Space projects are more often faced with proposals to use OTS items which can offer opportunities for
reduced cycle time, faster insertion of new technology, lower procurement costs.

Space projects have been successful in using OTS items in space systems, and products. These projects
have found that the use of OTS items required a reemphasis of some traditional business, management, and
engineering practices, as well as a number of changes to other practices. Successful projects embraced these
changes by building systems that were conceived, acquired, and sustained with an understanding of the risk
associated with OTS items.

v © ISO 2004 — All rights reserved
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Space systems — Off-the-shelf item utilization

1 Scope

1.1 General

This International Standard contains requirements and guidelines for utilization of OTS items, their selection,
acquisition, integration, qualification and implementation related to a Space product or system.

Specifically excluded are piece parts and materials, such as EEE parts, thermocouples, rivets, fasteners,
connectors, fittings, adhesives, insulation, wiring and plumbing.

1.2 Tailoring

When viewed from the perspective of a specific program or project context, the requirements defined in this
International Standard should be tailored to match the genuine requirements of a particular profile and
circumstances of a program or project.

NOTE Tailoring is a process by which individual requirements or gecifications, standards and related

documents are evaluated and made applicable to a specific program or project by selection and in some
exceptional cases modification and addition of requirements in the standards.

2 Responsibilities

It is the responsibility of project or engineering organization to provide OTS items in accordance with this
international standard.

3 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 14300-1, Space systems — Programme management - Part 1: Structuring of a programme
ISO DIS 15865, Space systems — Qualification assessment
ISO 9000:2000, Quality management systems — Fundamentals and vocabulary

ISO 9001:2000, Quality management systems — Requirements

4 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 9000 and the following apply.

© 1SO 2004 — All rights reserved 1
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4.1
Critical application
any application where a failure could cause loss of life or loss of mission

4.2

Product heritage

collection of data supporting adequacy for the intended use by (1) time in service, (2) number of units in
service, (3) mean time between failures (MTBF) performance, (4) failure history and (5) number of use cycles

4.3

Characteristic of high product heritage

item from the original supplier that has maintained the great majority of the original service, design,
performance and manufacturing characteristics

4.4

Characteristic of low product heritage

item that (1) was not build by the original manufacturer, (2) does not have a significant history of successful
test and usage, or (3) has had significant aspects of the original service, design performance and
manufacturing characteristics altered

4.5

Item

a piece of hardware or software or combination of hardware and/or software, usually self-contained, which
performs a distinctive function

4.6

Off-the-shelf

OTS

existing item which has been developed for a specific application and is intended to be used in another
application

4.7

Expanded specifications

specification of OTS item in which the environment requirements are different than the vendor specification
and the design of the OTS item has not been changed

5 Policy
5.1 Evaluation of the OTS item design

5.1.1 General

For projects, which have design responsibility, the following practices shall be adhered to in the application of
OTS items. These practices shall address the potential impact of an OTS item at any level of functionality.

5.1.2 OTS item requirements

Requirements shall be defined and baselined for each OTS item application.

5.1.3 OTS item evaluation

Early environmental and performance tests on sample OTS items that verify supplier compliance with
procurement specifications shall be performed. The extent of this testing will be determined by design based
on the criticality of the application and the significance of any modifications performed and approved by the
project. For critical applications, test or usage data shall be reviewed prior to final selection of the OTS item.

2 © ISO 2004 — All rights reserved
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During the design phase, the OTS item shall be specifically evaluated to see if the proposed application is
within the range of environments and operating conditions which are consistent with the OTS use experience
and advertised specifications. This will include evaluation of advertised specification data, vendor test data if
available, or the generation of additional data over the intended operating and environmental range by the
project or organization intending to use the flight time testing.

If the intended operation of an OTS item is outside the specified operating conditions or environments over
which the item has demonstrated successful performance, then (1) an appropriate conservative design margin
(i.e. margin) shall be applied by the responsible design organization for the intended use conditions and/or (2)
a comprehensive test program shall be implemented to prove that the OTS item is acceptable. Since the OTS
item is being operated outside it's envelope, these extra measures will provide the confidence in the design
that was not available through the empirical body of data that is implicit in repeated successful operations of a
common design under specified environments and operating conditions.

Qualification assessment should be conducted in accordance with ISO 15865.
5.2 Rules in acritical application of OTS

5.2.1 Operational boundaries

The OTS item shall not operate near the boundaries of its performance or environmental envelopes. To
ensure this, specific margins shall be established during the design phase of the project and adhered to during
the selection of the OTS.

5.2.2 Design evaluation

Prior to preliminary design review, critical aspects of a design that utilizes OTS items shall be identified and
evaluated. This evaluation shall assure that the intended applicable functions to be performed by the OTS
items are addressed and that the previous existing functions of the OTS items are consistent with the new
application.

5.2.3 OTS item modifications

Following the configuration management rules applicable to the project, the OTS item modifications shall be
developed jointly by the project or organization intending to use the flight item and the vendor, if practical.
OTS shall not be modified for a critical application unless adequate vendor design disclosure is dbtained, or

the project or engineering organization developing/proving the flight item have an adequate understanding of
the OTS item design

5.2.4 Qualification requirements

The project or organization intending to use the OTS item shall establish a qualification plan referring to Annex
B. OTS items utilized in critical applications should be reviewed at each scheduled design review and
approved as appropriate. For implementation of OTS items in a non-critical application, the selected Annex B
requirements, or exceptions thereto, should at a minimum be reviewed and approved by the lead for the
project or organization intending to use the OTS item.

6 Precautions and warning notes

6.1 Notes about product heritage of OTS item

6.1.1 OTS Product heritage

The “heritage” of OTS item can be an indicator of the quality or reliability of OTS in a space application.

© 1SO 2004 — All rights reserved 3
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“High heritage” does not exist on all OTS item. An OTS item may have a “low heritage” due to limited
production because of recent availability, low sales volume, unique application, etc.

6.1.2 Application of OTS deign/manufacturing practices
OTS design or manufacturing practices may not be acceptable despite the heritage of mass production.

Inspection and/or test should confirm workmanship acceptability to the degree determined by the project or
organization intending to use the OTS item as appropriate for its application.

6.1.3 OTS desigh margins

OTS design margins should be verified with the vendor, determined by test, or an additional safety factor
included, particularly for critical items.

6.2 Notes about acquisition of OTS

6.2.1 General

When the project or organization intending to use flight items utilizes OTS hardware, unique acquisition issues
may be encountered. The following areas should be considered.

6.2.2 Specification

The project should ensure that the OTS item is purchased to work within the expected specification required
by the application, and should obtain environmental specifications and/or test data from the vendor to confirm
compatibility.

6.2.3 Space environment

OTS vendors (designers or manufacturers) may not be sensitive to space environment issues like radiation,
vacuum, thermal extremes, lack of convection cooling in zero-G, launch vibration, or enriched oxygen
atmosphere; therefore, the project or engineering organization providing/developing the flight item should
accept responsibility for assessing space environment compatibility.

6.2.4 Configuration control

The vendor configuration control of OTS items rmay not ensure all products are manufactured/developed
identically. OTS items manufactured/developed at different times may have materials, parts, and/or
development process differences. Whenever feasible, all OTS items (including development test units and
spares) should be purchased from a single lot to minimize material/part/process differences.

6.2.5 Acceptance testing

OTS acceptance testing may need to be more comprehensive than the typical manufacturing defect screening
tests, especially when the purchase of a single lot is not feasible. The more comprehensive aceptance
testing should include workmanship as well as performance under expected use environments.

6.2.6 Maintenance

If the project or organization intending to use the flight item is to become responsible for maintenance of the
OTS item during it's service life, this requirement should be addressed during procurement of the hardware to
ensure that the total quantity of hardware required for the project is covered, including spares and
replacement parts.

4 © ISO 2004 — All rights reserved
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6.3 Management of modified OTS

6.3.1 Purchasing

When purchasing a modified OTS item, the modified hardware should be treated as a new design, and all
appropriate processes associated with the design change should be reviewed.

6.3.2 Qualification
The project or organization intending to use the flight item is not always qualified to work on or modify OTS

hardware, so OTS vendor involvement should be considered as appropriate. Depending on the nature and
degree of modification, the vendor may be the only one qualified to make the changes.

6.4 Programmatic decision to use OTS

The decision to use OTS item by a project or organization intending to use the flight item should be
considered based on risk.

6.4.1 Functional/technical capability
OTS items must meet the project or organization intending to use the flight item requirements. This is more
than functional similarity. The project or organization intending to use the flight items should develop good

performance and environmental requirements for a potential OTS application and ensure that the OTS
candidates is screened against this comprehensive set of requirements.

6.4.2 Interface definition

When using OTS in a designed system, the interface requirements between the OTS items and other
hardware/software items in the system should be defined so that the OTS is operated in accordance with the
OTS manufacturer’s performance and environmental specifications.

6.4.3 Modification versus heritage

The OTS heritage should be preserved to the maximum extent possible. Even simple-appearing modifications
often compromise the OTS heritage.

7 Decision logic for OTS item usage

A decision logic for OTS item usage is contained in Annex A. The project or organization intending to use the
OTS item should consider this logic when determining whether to use an OTS item, or to make the item.

8 Procedure

8.1 Categorizing of available OTS items

A survey of available OTS items should be made. The OTS identified during the survey for consideration shall
be sorted into three categories: (1) meets all mandatory program requirements, (2) meets significant program
requirements, or (3) meets few program requirements and is not normally a candidate.

8.2 Considering a good candidate for selection

The OTS item which meets all mandatory requirements shall be considered a good candidate for selection.

© 1SO 2004 — All rights reserved 5
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8.3 Compromise of discrepancies between OTS and project requirements
The OTS item which meets significant program requirements shall be evaluated in the context of whether the
program requirements can be relaxed to get agreement, or whether the OTS can be modified to meet all

relevant program requirements and still retain a programmatic advantage over a new project or engineering
organization developed item.

8.4 Satisfying OTS item requirements

8.4.1 Qualification plan

If the decision to utilize an OTS item in a flight development project is made, the project shall establish a
qualification plan referring to Annex B and implement the project in accordance with it.

8.4.2 Categorization

8.4.2.1 General
In order to select the appropriate qualification requirement from Annex B, it is necessary to first categorize the

application of the OTS item (i.e., how will the OTS be utilized?) This can be by considering the following three
parameters:

8.4.2.2 Intended application
The first parameters that affect the selection of OTS “use” requirements is the intended application of the OTS

item. For example, whether the OTS item is intended for a critical or non-critical application alters which “use”
requirement from Annex B should be met.

8.4.2.3 Modification

The second parameter that affects the OTS “use” requirements is whether to OTS item can be used as is, or if
it needs to be modified, and by whom.

8.4.2.4  Similarity of performance and operating environment

The third parameter that affects the OTS “use” requirements is the similarity of the manufacturer’s intended
performance and operation environment to those actually encountered in the application.

8.4.3 Combining the parameters

The combination of the three parameters identified above can be used to categorize the anticipated use of an
OTS item.

For example, an OTS item selected for a non-critical application, without modification, and within the
manufacturer’s specifications defines a category as shown in Annex B.

For example, the category identified in this paragraph would require a minimum set of requirements to be
applied (i.e. Items A&E).

6 © ISO 2004 — All rights reserved



Annex A
(informative)

A decision logic for OTS item usage

Requirements
Criticality
Functionality
Environment
Reliability
Maintainability
Schedule Cost
Safety

Make or Buy
decision Determine
if OTS item is
available

Makeitem

Buy OTSitem

Are all OTS item

Does OTS item existing functions
meet all compatible with the
requirements? intended system

funectinne

Make item

Can it be
decomposed into
subsystems?

Is OTS item
available that
meets the
significant

rentirementa?

Goto"A” for each

atharctam A

Does OTS item i ]

meet  functional, No Negotiate with Yes ]
relic.;:\bility,_ safetyI ’ customer for Z\Qge;lgsto&%
and environmental . 1
requirements? _the requirements change oTs"  item
significant (optional) specs?

reaiirements?

Figure A.1 — Decision logic for OTS item usage
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no

Will customer
accept 0TS
schedule?

Can the OTS
supplier meaet
schedule?

Make
itermn

Megotiate with customer far
—M schedule change.
{Optional}

Yes

Buy

Buy

Figure A.2 — Decision logic for OTS item usage (continued)
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OTS item redesign
required

y

Isit prudent
to modify
the OTS

itam?

Who should
implement

modificationsto
NTRitam?

Does Customer
have expertise

for modification
~f NTC itAamD

ISO/CD 21350

Evaluate

<
OTS item
supplier
Unacceptable
<
v

Acceptable

Evauate
cost and
<chediile

I
A 4

Buy OTS item with supplier
Unacceptable modification

cost and
schediile

Acceptable

Buy OTSitem with
Customer Modification

Figure A.3 — Decision logic for OTS item usage (continued)
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Annex B
(informative)

A requirement list for OTS item usage

B.1 Meet the following requirements for all OTS usage

¥% Meet safety critical requirements of application (e.g., flammability, toxic offgassing, EMI emissions touch
temperature, sharp edges, etc.)

¥  Perform environmental testing (if appropriate)(e.g., outgassing for vacuum use)
¥  Perform vibration testing — Workmanship
Y.  Perform thermal testing — Workmanship

%  Perform detailed inspection — Workmanship/Safety Audit (including destructive inspection of at least one
unit, if required)

% The decision on the degree of inspection and testing required should be made by the technical lead
for the project or organization intending to use the flight item.

B.2 Add the following requirements if OTS is modified or used in a different environment without
modification

¥  Conduct performance testing — Qualification

¥  Conduct vibration testing — Qualification (if appropriate)

¥  Conduct thermal testing — Quialification (if appropriate)

¥  Conduct lonizing radiation testing — Qualification (if appropriate)

¥  Conduct testing for vacuum use — Qualification (if appropriate)

B.3 Add the following requirements if OTS is in a critical application

¥%  Add margin to requirements (de-rate the hardware)

%  Evaluate redundancy/fault tolerance aspects of the OTS item

¥  Acquire or develop reliability or use data to the extent required by the
¥ Application.

¥  Qualify the vendor as an acceptable source (ISO certification desirable)
%  Buy all units from the same lot if practical, or confirm similarity by inspection and testing

%  Acceptance testing on all OTS items and qualification testing on modified OTS items by the project or
organization intending to use the OTS items is required (or surveillance at the vendor)

¥  Validation test of OTS item functionality with respect to system usage

10 © ISO 2004 — All rights reserved
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% Obtain EMI susceptibility data (either test or analysis)
B.4 Perform appropriate analysis of OTS design
%  Take responsibility for technical validity of any applicable vendor analysis with respect to the OTS item.

% Acquire applicable vendor design details with respect to areas to be modified by the project or
organization intending to use the OTS item.

NOTE If applicable vendor data is unavailable, the project or engineering organization providing the OTS item shall
be responsible for the necessary testing/characterization.

% OTS shall not be modified for a critical application unless adequate vendor disclosure is obtained, or the
project or organization intending to use the flight item has adequate understanding of the OTS design.

B.5 Allow vendor to perform acceptance and/or qualification testing

B.6 Vendor involvement in the project or organization intending to use the flight item modification is
desirable

B.7 Vendor involvement in the project or organization intending to use the flight item modification is required.
B.8 Design and/or test disclosure from the vendor is desirable.
B.9 Design and/or test disclosure from the vendor is required.

% Design and test disclosure shall be sufficient to determine that the design approach for the modification to
OTS hardware intended for a critical application meets all requirements and workmanship standards.

© 1SO 2004 — All rights reserved 11
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Annex C
(informative)

OTS item application categories

-CRITICAL
HARDWARE -NON-CRITICAL
HARDWARE
Minor
Modification
S |
) Unmodiified Modified
L -Magor
Unmoxified - Modification
- Vendor /
- Modified
-A,B,C —Vendor
_Specifications
AE
_Vendor _Program
_Soecifications _Modified _Expanded
. A/B,C _A,B,C,D,FH _Specifications
A, B,E
_Expanded _Vendor
_Specifications _Modification
_A,B,C _A,B,C,H
_Program
_Modified _Vendor _Program
A,B,C,D,G,I _Maodified _Modified
_A,B,E _A,B,F,H
_Note:

:“A",“ B",“C" ...

;Re‘ermoe itemsin Annex 2

Figure C.1 — OTS item application categories
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